Installera SIMM-Kkort. Fasade hornet indt och tryck in SIMM-Kortet hela vigen
tills det tar stopp.

No password set!
There is no password set on this router. Please configure a root password to protect the web interface and enable SSH.

Go to password configuration...

Authorization Required

Please enter your username and password.

Username root

Password

oon e
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Anslut till vagnens WiFi (Polar[ID]) och logga in pa routern, http://192.168.0.20



= GZPolar

No password set!
There is no password set on this router. Please configure a root password to protect the web interface and enable SSH.

Go to password configuration...

Router Password

Changes the administrator password for accessing the device

L]

Password

L]

Confirmation

SSH Access

Dropbear offers SSH network shell access and an integrated SCP. server

Tryck pa "Login" och sedan pa "Go to password configuration" for att stélla in

l6senord for routern. Tryck sedan pa "save & apply” for att spara.

= WPOIar AUTO REFRESH ON

Status
System

Network
Interfaces
Wifi
DHCP and DNS
Hostnames
Static Routes
Firewall

Diagnostics

Logout

Ga in i menyn for att stalla in WiFi pa routern. Tryck sedan pa "edit" for att
komma in i instéllningar.



= Wpolar AUTO REFRESH ON

General Setup = Advanced Settings

S Mode: Master | SSID: Polarc49300053608
tatus BSSID: C4:93:00:05:36:09 | Encryption: None
Channel: 11 (2.462 GHz) | Tx-Power: 21 dBm
0% signal: 0 dBm | Noise: -95 dBm
Bitrate: 0.0 Mbit/s | Country: US

Wireless network is  [M2E=10S

enabled
Mode Channel Width
Operating frequency N ¥ 1 (2462MHz) § 20MHz %
Transmit Power = 22 dBm (158 mW) v
© dBm

Interface Configuration

General Setup ~ Wireless Security = MAC-Filter

Encryption =~ WPA2-PSK

«~

«

Cipher ~ auto

)]

Key eeeseeeee

BACK TO OVERVIEW SAVE & APPLY SAVE

Tryck pa fliken "wireless security” for att stilla in 16senord for WiFi. Valj "WPA2-
PSK" och skriv sedan 16senord. Vilj "save & apply" for att spara installningarna.

= Wpolar AUTO REFRESH ON

Status

System

Network

Interfaces

Wifi
DHCP and DNS
Hostnames
Static Routes
Firewall

Diagnostics

Logout

Gd in i menyn "Network" -> "Interfaces"” for att satta instéllningar for 4G
uppkopplingen. Valj "Edit" pa interfacet "WAN"



WPOIar AUTO REFRESH ON

Interfaces - WAN

On this page you can configure the network interfaces. You can bridge several interfaces by ticking the "bridge interfaces" field and enter the names of
several network interfaces separated by spaces. You can also use VLAN notation INTERFACE. VLANNR (€.0.: eth0.1).

Common Configuration

General Setup ~ Advanced Settings  Firewall Settings

Uptime: 1d 17h 43m 38s
Status & RX:605.27 KB (4578 Pkis.)
agwan TX: 1.93 MB (29032 Piis)
1Pv4: 100.83.84.102/32

Protocol = UMTS/GPRS/EV-DO s

«

Modem device ~ /dev/ttyUSB2

Service Type | UMTS/GPRS

«

APN online.telia.se

PIN

PAP/CHAP usemame ~ *99#

)]

PAP/CHAP password

Dial number 997" 1#

BACK TO OVERVIEW SAVE & APPLY SAVE

Stdll in installningar for 4G uppkopplingen. Oftast behdvs APN samt PIN.

Status

System
System
Administration
Software
Startup
Scheduled Tasks
LED Configuration

Backup / Flash Firmware

Logout

Efter att installningar for 4G dndrats maste routern starta om. Ga in pd menyn
"reboot"

System

Reboot
Reboots the operating system of your device
PERFORM REBOOT
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Och sedan "perform reboot"



= GZPolar

Status

System
System
Administration
Software
Startup
Scheduled Tasks
LED Configuration
Backup / Flash Firmware

Reboot

Network

Logout

Mjukvara for routern kan uppgraderas under "backup / Flash firmware"

Flash operations

Actions ~ Configuration

Backup / Restore

Click "Generate archive" to download a tar archive of the current configuration files. To reset the firmware to its initial state, click "Perform reset" (only
possible with squashfs images).

Download backup: | 1= == e NS

Reset to defaults: ‘ PERFORM RESET ‘

To restore configuration files, you can upload a previously generated backup archive here.

Restore backup:  Vali filingen fil vald UPLOAD ARCHIVE...

Flash new firmware image

Upload a sysupgrade-compatible image here to replace the running firmware. Check "Keep settings" to retain the current configuration (requires an
OpenWrt compatible firmware image).

Keep settings:

Image:  Valifii 1 openwrt-ar71xx-...sysupgrade.bin [ EE SR el S
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Tryck pa "valj fil" under "Flash new firmware image" for att vélja en ny firmware.
Rutan "keep settings" ar ikryssad som standard, men for en komplett
uppgradering rekommenderas att kryssa ur den rutan for att &ven nollstalla alla
installningar i samband med uppgraderingen. Tryck sedan "flash image" for att
genomfora uppdateringen.

o



